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B. UNBAG ALL SIGNAL HEADS SIGNS (WHEN DIRECTED BY ENGINEER).
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CONSTRUCTION DETAILS:
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INSTALL SIGNAL HEADS AND SIGNS ON MAST ARM.RELOCATE CAMERA FROM POLE TO MAST ARM.
ALSO CUT CLEAN GALVANIZE, AND CAP TRAFFIC SIGNAL STRUCTURE.

D. INSTALL HANDHOLE. |
E. INSTALL 3 IN.(SCH 80) PVC ELECTRICAL CONDUIT-BORED. /\ADDENDUM *2 10/11/200I i
F. INSTALL 4 IN,(SCH 80) PVC ELECTRICAL CONDUIT-TRENCHED. | - — —
G. INSTALL 24 IN.HEAT APPLIED THERMOPLASTIC WHITE PAVEMENT MARKING FOR STOP LINE. REVISIONS \___ APPROVALS P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
H. INSTALL MICRO-LOOP NON INVASIVE PROBE SET WITH 1000 FT.LEAD IN © 872001 SIGNAL MODFICATION DUE
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J. REMOVE EXISTING TEMPORARY SIGNAL HEADS AND SIGNS ON SPAN WIRE. T T T TR | oo g oo e _
K. REMOVE SPAN AND TETHER WIRE. & RECONSTRUCTION DUE 70 CRoNETRICS TRAFFIC ENGINEERING DESIGN DIVISION
L. REMOVE EXISTING POLE. | » 8-13-97 ON -
N. RELOCATE VIDEO TRAFFIC CAMERA, | | THE WILSON T.BALLARD CO. |® REVISED PER SHA COMMENTS MD 450 AT HILLMEADE ROAD- ULTIMATE SIGNAL
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